AOS 150W LED light

Convenient — reliable - economical AOS
Technologies AG

Imaging for smart decisions...

Bright Easy Tripod ready High Intensity

150 Watt Integrated high Adapted with Continuous 13’000

Flicker free power driver direct mounting plates fits Lux @ 1m / 3feet
continuous output mains AC directly on Tripod distance
connection

AOS 150W LED light

The AOS ultra-bright LED panels are engineered for continuous flicker free illumination. Their durable design makes
them ideally suited for harsh environments. Easy to mount on tripods or integrate into custom installations, these lights
combine ultra-bright LEDs with state-of-the-art control electronics to deliver exceptional brightness, reliability, and

performance.

Specifications
Power input 100-240VAC / 160W
Luminous Flux 16’200Im, continuous flicker free
Light Intensity >13’000 Lux @ 1m distance
Color temperature 5600°K
Opening Angle 60°
Size h:229mm x w:286mm x d:182mm / h:9.0” x w:11.3” x d:7.2”
Weight 5.3kg / 11.5lbs
Mounting Tripod mounting: UNC %” and M6
IP-Rating IP66

Operating Temperature -40°C ... +50°C (-40°F ... 122°F)
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AOS 150W LED Light ‘ Technical facts

Optical specifications

Intensity vs. Distance
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Light Output AOS 150W LED Light vs distance 1500mm / 1000mm

Ordering information

03-150 150W AOS LED light /100-240VAC

Shipment includes Shipment includes
- AOS-LED Light
- Adapter plate with UNC %” and M6 mounting threads

Your local AOS partner:
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